


iDR-L SpecificaJions 

Micron Spot Size Pixels Per mm Dots Per Inch (DPI) Line Pairs Per mm 

200 

155 

100 

Grayscale resolution 

Scanning 

Wired Data 1/F 

Configuration 

Dimensions 

Weight 

Power Source 

iSupply 

Heat Generation 

Operating Conditions 

5 

7.5 

10 

127 

163 

254 

THE IDR-L CAPTURES AT 15 MEGAPIXELS 

16 bits/pixel source file, 65536 shades of gray 

17" x 51 "active area. 14" x 51 "option 

GigE via optional power & communication tether 

Wall mounted, upright full-spine imaging 

iDR 17: W22.5" X D6.32" x H72.25" 

iDR 14: Wl 9.5" X D6.32" X H72.25" 

Approx. 100 lbs 

100-240V AC / 2.5A max; 47-63Hz (universal power supply)

240V option available

24V portable DC power supply available, 

270 scans on single charge 

Standby 230W, Maximum 1610W 

Temperature; 0-40°C/32-105°F, temperature change: 0.5°C/min, 

humidity: 15%-95% RH, magnetic fields: max 1260 µT 
(in conformance with EN 61000-4-8: Level 3), 10 A/m 

2.5 

3.1 

5 

Components are made from 98% recyclable parts• iCRco is an ISO 13485 certified company 

U.S. and international patents granted• Additional patents pending FDA 510 (Kl Cleared 

Medical CE mark CE oos6 

© 2020 iCRco. All rights reserved. "iDR-L" and "XC' are registered trademarks af iCRco I BR062415 I Design & Specifications 

are subject to change without notice. Processing and display time dependent on processor speed, RAM disk access time, and video card. 
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XC™ Acquisition Software_ fe_atures 
XC - Intuitive touchscreen acquisition 

ICE- 4 Processing - Automated image characteristics analysis for maximum 
image enhancement 

Image Display State: Automated enhancement of image display at the 
point of acquisition 

Smart search, sort, and filter options 

Integration with front office management systems like RIS and EMR 

Full set of annotation and measurement tools 

User-preferred settings and privileges 

Outer Dimensions 
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Also avaliable with a 

Motorized Wall Stand 

72.25" 

22.5" 
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Detector avaliable in 

14"x51 "or 17"x51" 

6.32" 
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