
NEW AND IMPROVED DESIGN

THE RETROFIT 
REVOLUTION

Low Dose
Lightweight
Full Digital Workflow
Ultra-Sensitive Sensor
Wireless Cassette Detector
Works with Any X-Ray 
Source

Plug. Capture. Diagnose
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Convert your 
existing X-ray to 

digital in minutes.



NEW AND IMPROVED DESIGN
35 cm

Lightweight Design – The 
AirDR panel is engineered to 
be ultra-light, making it easy 
to handle in any environment.

Inductive Charging – 
Recharge wirelessly without 
removing or replacing 
batteries.

Integrated PACS – Built-in 
image storage and transfer 
for seamless access and 
sharing.

Wireless Operation – No 
cables or power cords—fully 
wireless connectivity to 
simplify setup and workflow.

Integrated Recharging Kit 
– A single retractable cable 
powers multiple devices for 
hassle-free operation.

High-Power X-ray Ready – 
Designed to support 
high-output X-ray generators 
for superior imaging.

Battery Powered – Runs 
entirely on its own built-in 
battery, ensuring maximum 
portability.

Waterproof Protection – 
Fully sealed against water 
and moisture for reliable use 
in any setting.

Software-Driven Exposure 
– Smart software controls 
allow flexible and optimized 
exposure settings.

FEATURES & BENEFITS

IP68
DUST AND WATER RESISTANCE 
is designed to better withstand the challenges 
of the emergency room and frequent 
disinfection
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American company  with
 EU fulfillment  available.
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ICE-4: ENGINE OF CLARITY

Multi-Frequency Processing | Fine-Detail 
Enhancement | Consistent Output

Powered by ICE-4, the newest generation of 
iCRco image-clarity enhancement, XC™ delivers 
sharper diagnostic detail with smoother tonal 
transitions. Fine bone edges and soft-tissue 
contrast remain visible even at lower exposure. 
Adaptive algorithms automatically suppress 
noise and optimize dynamic range—producing 
clear, high-contrast images ready for confident 
diagnosis within seconds.

DESIGNED FOR TODAY’S 
CONNECTED IMAGING

DICOM 3.0 & HL7 Compliant | Multi-Device 
Capture | Secure PACS Integration

XC™ connects seamlessly to any 
DICOM-compliant network. Acquire from 
multiple DR or CR devices through a unified 
console, then transmit images instantly to 
Clarity PACS, RIS, or EMR systems. Smart 
data-management monitors disk usage, 
automatically archives completed exams, and 
ensures that storage remains optimized—no 
manual housekeeping required.

SEAMLESS WORKFLOW

Procedure-Centric Design | Multi-Touch Interface | 
Automated Tools

XC™ streamlines every step of your imaging 
process.Create studies, acquire images, and 
review results in a single intuitive flow. The 
interface is fully touch-screen optimized for 
fast navigation, letting technologists complete 
more exams in less time. Built-in procedure 
templates—including CBT-coded or custom 
protocols—eliminate repetitive setup and 
ensure consistent, accurate workflow every 
time.

CONNECTED ECOSYSTEM
XC + ICE-4 + Clarity PACS = The Complete 
Imaging Solution

Experience the clarity of ICE-4. Depend on the 
efficiency of XC.VTogether with AirDR G3+, this 
suite transforms how you capture, view, and 
manage diagnostic images—bringing premium 
digital radiography to every clinical 
environment.

Worklist | Patient Study | Image Processor

ICE-4
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Feature AirDR G3+ Canon CXDI Fujifilm D-EVO III GE Definium

Battery Life 8.6 hrs/309 images 6.5 hrs/140 images 4 hrs/400 images 3.5 hrs/200 images

System Type Retrofit/Portable Fixed Room Fixed Room Fixed Room

Weight Lightweight (Cassette) Medium Medium Heavy

Cost Efficiency $$$ $$$$$ $$$$$ $$$$$

Software XC + ICE-4 CXDI Console FDX Console Definium Suite

AirDR G3+ delivers

80%
Effective DQE
Due to improved conversion 

layer and software correction

PREMIUM  DR 
PERFORMANCE
at a fraction of the 
cost.

NEW AND IMPROVED DESIGN

LOW DOSE 
HIGH IMPACT

Noise Cancellation + AirDR 
Grid = Sharper, Safer Imaging.

WIRELESS 
CHARGING

Allows charging to be 
incorporated into accessories 

such as a bucky or a carry case 
so that a battery might never 

be removed
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*Specifications are subject to change without notice. Processing and display 
time dependent on processor speed, RAM disk access time, and video card. 
Components are made from 98% recyclable parts• iCRco is an ISO 13485 
certified company• U.S. and international patents granted Additional patents 
pending.  FDA 510 (K) Cleared• Medical CE mark 2797 © 2025 iCRco.  All 
rights reserved. ''AirDR "True Flat Scan Path" and 'XC 'are registered 
trademarks by iCRco BR091725AUS

AirDR™G3+ Specification
XC™ - Intuitive Touchscreen Acquisition 

ICE-4 Processing: Automated Image Characteristics Analysis for 
maximum image enhancement 

Image display status: automatic display enhancement the image at 
the point of acquisition 

Smart search, sort and filter options 

Integration with front office management systems such as RIS and 
EMR

Complete set of annotation and measurement tools 

User-preferred settings and privileges 

XC™ Acquisition Software
Panel

Active TFT Amorphous Silicon / Diode 
Array, Carbon Fiber Construction 

Scintillator Direct Deposit: Cesium Iodide  

Pixel Matrix 3072 X 3072 

Size of Pixel 139µm 

Grayscale 16 bit 

Image Preview 
Time 

3 Seconds

Active Area 424x424 mm 

External 
Dimensions 

L 18.1 l"x H 18.1 l"xW .59"(46x46x .15 
cm) 

Weight 7.2 lbs (3.1 kg) 

Weight Capacity Maximum Weight: 300 kg 

X - Ray Window 350- 4000 ms

Wireless Interface
Gigabit Ethernet IEEE 802.11 n/ac 
5Gbps 

Wireless Modes Station (STA) or Access Point (AP) 

X-Ray I/ F
Line trigger: DR trigger Mode Auto 
trigger: AED Mode 

Spatial Resolution 3 Ip/mm 

Typical MTF
> 56% at 1 Ip/mm, >24% at 2 Ip/mm,> 
10% at 3 Ip/mm

Typical DQE
> 39% at 0 Ip/mm, >2 8% at 1 Ip/mm, 
>9% at 3 Ip/mm 

Temperature
10°C to 40°C, 10 - 90% Room 
Humidity (non- condensing) 

Battery 
Lithium Polymer, 1600 images over 8 
hrs. 

NEW AND IMPROVED DESIGN

Multi-Touch Gesture Controls – Pinch, zoom, and rotate images 

effortlessly on any touch display.

Advanced Annotation Tools – Heart-to-Lung Ratio, Cobb Angle, 

Crop, Mask, and Smart Window Leveling.

Data Management Dashboard – Track storage, purge old studies 

safely, and maintain system performance.

Multi-Task Scanning – Continue viewing and manipulating prior 

studies while new images are acquired.

Custom Workflow Configuration – Tailor acquisition presets, 

imaging defaults, and DICOM settings for each modality or 

operator

X C 1 . 1 8
Latest release of XC with a new AirDR 

Domain to fully optimize the DR 
performance. 

CLARITY PACS
Trusted DICOM 3.0 solution since 2008, 
reducing errors. Full EMR compatibility. 

ADVANCED TOOLS · PREVIEW  
REVIEW · ACCEPT · SEND · PRINT

AIRDR IMAGING PLATE(S)

A solid-state, advanced DR system 
tested and optimized for use with an 

XC acquisition station. 

14X17 WIFI

17X17 WIFI

WORKSTATION 
(DELL · XCI BOX)

Dependable hardware platforms 
Or X C 1 . 1 8    & CLARITY PACS

Data Acquisition with Directed 
Workflow. 
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